0214F055.DWG 200004130733scott



|
. . A - P
: f i i i
. b e e .
i .;, ‘(3 . e
ol b S g s

LEGEND

PROJECT SITE BOUNDARY

£

EXISTING GROUND ELEVATION (FEET)

oo mmm s e o == PROPOSED CITY/COUNTY LANDFILL WASTE LIMITS

EXISTING CIiTY LANDFILL WASTE LIMITS

o P-20M BACKGROUND VADOSE ZONE MONITORING POINT
© P-201T TEMPORARY SINGLE—DEPTH VADOSE ZONE MONITORING WELL
CP-1 :

@ P-201ABC MULTI-DEPTH PERIMETER VADOSE ZONE MONITORING WELL

® P-201D SUBDRAIN VADOSE ZONE MONITORING SYSTEM SAMPLING POINT
B O-R GROUNDWATER WELL VADOSE ZONE MONITORING POINT
[ Ly-2 SUCTION LYSIMETER VADOSE ZONE MONITORING POINT

NOTES:

1. ELEVATIONS ARE IN FEET ABOVE MEAN SEA LEVEL DATUM [“SEA LEVEL DATUM” REFERS TO

THE NATIONAL CEODETIC VERTICAL DATUM (NGVD) OF 1929

2. GRID COORDINATES CORRESPOND TO THE CALIFORNIA STATE COORDINATE SYSTEM.
. GENERAL SITE MAPPING IS A COMPOSITE OF THE OVERALL SITE GRADING PLAN PRESENTED

IN “ENGINEERING DRAWINGS FOR SUBTITLE D COMPLIANCE, SUNSHINE CANYON LANDFILL

COUNTY EXTENSION, PHASE |, OCTOBER 1994", PREPARED BY GEOSYNTEC CONSULTANTS, AND
THE TOPOGRAPHIC MAP COMPILED BY INLAND AERIAL SURVEYS INC., FROM AERIAL PHOTOGRAPHY
FLOWN IN JUNE 1996. THE SCALE OF ORIGINAL TOPOGRAPHIC MAP IS 1 INCH EQUALS 50 FEET.
CONTOUR INTERVALS ARE 5 FEET UNLESS OTHERWISE SHOWN.

. LOCATION OF THE BOUNDARY BETWEEN LOS ANGELES COUNTY AND CITY OF LOS ANGELES IS

APPROXIMATE, AND WAS PROVIDED BY KENYON AND ASSOCIATES, INC.
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SCALE IN FEET

A GEOSYNTEC CONSULTANTS

LOCATION OF VADOSE ZONE MONITORING POINTS FIGURE NO. 4-3
SUNSHINE CANYON CITY/COUNTY LANDFILL PROJECT NO. HLO214—-65—1
LOS ANGELES COUNTY, CALIFORNIA DATE: APRIL 2000




